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Audirvana Plus configuration

Make sure you have Audirvana Plus version 1.5.12 or higher.

First step

Launch Audirvana Plus on your Mac. Then connect the HD DAC, go to the Preferences menu.

‘@00 Audirvana Preferences

Ly P Dk m @
General | Au

dio System Audio Filters Audio Volume AudioUnits SysOptimizer iTunes

Remote control

EUse Apple IR Remote
™ Use keyboard media keys
| for volume control

Playlists
™ Use UTF-8 character encoding for M3U playlists
™ Autostart playback when opened from outside

[EI Reload last playlist at start
| Use large font for playlist text

Volume Control
Mouse control axis: = Rotation =

Application updates

™ Automatically check for updates | Daily =
| Automatically download updates

Misc.

[T_-r‘I Prevent screen from going to sleep

Go to Audio System

» 30A, chemin de I'Orio, 1032 Romanel-sur-Lausanne, Switzerland m
» Tel + 41 21 643 72 40 Fax + 41 21 641 75 32 » info@nagraaudio.com » www.nagraaudio.com H



*»» AUDIO
TECHNOLOGY

SWITZERLANDRB
V2

Change the Preferred Audio Device from the Built-in Output (as here) or any other audio devices to
Nagra HD DAC

8a0o Audirvana Preferences
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General :ﬂ..udiuSys‘l:en; Audio Filters Audio Veolume AudioUnits SysOptimizer iTunes

Preferred Audic Device

Built-in Output | Change |

Active Audio Device
Built-in Output
44,1 48 BB.2 06

Stereo

Native DSD Capability | DSD over PCM standard 1.0 % |

Low leve| playback options

[E Exclusive access mode
[E'Direct Mode [ﬂ Integer mode (if avail. on device)

Integer Mode : | Mode 1+ |

Maximum memory allocated for tracks pre-load

C { ] 3072 MB
IIIIIIIIIIIIIIIIIIIIII\I)

76mn @44.1kHz 34mn @96kHz

For bridge devices connected to a DAC

Max sample rate limit| No Limit % | Spl rate switching latency| None % |
| | Limit max bitdepth to 24bit instead of 32bit

SE'EC* A Frnvendd dacden
Built-in Output

¥ Nagra HD DAC |

| Select | | Cancel |
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Once the Nagra HD DAC is selected, it will display the possible sampling frequencies.

In “Native DSD Capability” select DSD over PCM standard 1.0

® 00 Audirvana Preferences
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General | Audio System | Audio Filters Audio Volume AudioUnits SysOptimizer iTunes

Preferred Audio Device
Nagra HD DAC | Change |

Active Audio Device
Magra HD DAC
44,1 48 BR2?2 96 176.4 192 384.0 DSDe4 DsSD128

Stereo

Mative DSD Capability | DSD over PCM standard 1.0 4 |

Low level playback options

[E Exclusive access mode
[E Direct Mode [ﬂlnteger mode (if avail. on device)

Integer Mode : | Mode 1 5|

Maximum memory allocated for tracks pre-load

E (] 3072 MB
IIIIIIIIIIIIIIIIIIIIII\)

76mn @44.1kHz 8mn @384kHz

For bridge devices connected to a DAC

Max sample rate limit| No Limit | Spl rate switching latency| None 3

Make sure all the options are similar to this screenshot.
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In the Audio Filters menu, select None for Forced Upsampling.

800 Audirvana Preferences

(1] S ey ") 4 m @

General Audio System | Audio Filters  Audio Volume AudioUnits SysOptimizer iTunes

Sample Rate Conversion

Converter: | iZotope 64-bit SRC 3|
Quality © , , Y
Fastest Best

F Advanced parameters

Forced Upsampling: () None
'3.:_1' Power of 2 oversampling only (2x, 4x, ...)
() Maximum sample rate upsampling
() Oversampling 2x only

() Custom Edit custom settings

Some CPUs may not be able to perform sample rate conversion at best guality settings
fast enough for realtime playback.

This could result in pauses in playback.

Mote that changes will be effective only upon next playback start.

Audio Signal Polarity

|| Invert globally
[ﬂ Invert for tracks with INVERTPOLARITY comment

For Volume control type, make sure to select DAC only.

800 Audirvana Preferences
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General Audio System  Audio Filters | Audio Volume

4 m @

Audiolnits SysOptimizer iTunes

Volume control type: @ DAC only
'3.::_1' DAC if available, else software

() Software only

Max. volume level: - .'\'_'/‘. ol dB
o 100%

Note that changes will be effective only upon next playback start.
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Following are the settings we use in the SysOptimizer, this is just a suggestion.

e@0n0o0o Audirvana Preferences
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General Audio System Audio Filters Audio Volume AudioUnits | SysOptimizer | iTunes

SysOptimizer optimizes 05X for Audio Playback by deactivating non-
essential services that can cause inteferences detrimental to sound
guality.

[ﬂ Optimize System for Audio Playback

Audirvana Plus priority | Extreme =
¥ Disable Spotlight

[E Disable Time Machine

[E Disable detection of iDevices on USE

Selected services are deactivated upon playback start, and restored after
stop.

Enjoy your favorite music with the Nagra HD DAC!
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